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MAINTENANCE & CLEANING RECOMMENDATIONS 

 
We recommend the following maintenance and cleaning program to keep your panels looking 
great. You may also check with your current cleaner supplier if they have already had a cleaner 
they tested and recommend safe to use on Extrutech Panels and always Read and follow all 
manufacturer use and safety instructions. Never use abrasive cleaners, chemicals, or brushes 
on your panels, and it is always a good idea to test a cleaner on a small area of panel.  A few 
things to consider when discussing which cleaners to use with cleaner suppliers are the 
environment your panels are in (carwash, residential, or agricultural), your type of water (soft or 
hard), types of grease in your carwash bay, and soil type for your area (clay, etc.).  Do not use 
cleaners that are solvent based (anything distilled) or contain a caustic acid. 
 

Maintain – When properly maintained, our rigid PVC maintains its original profile and gloss.  
Use a soft brush or damp cotton cloth to wipe down the panels as needed.  Your panels may 
also be wiped down using off-the-shelf lime and soap scum removal products. 
 

Clean – For cleaning our panels, we recommend a mild detergent with a soft cloth, such as 

Formula 409or other multi-purpose cleaner, cleaners listed below, or soap scum removers 
also work very well. You may use pressure washer set to less than 3000 PSI, not more than 
120F, using a fan spray nozzle, keeping it at least 6” away from the panels surface, and 

moving the nozzle in a constant motion.   

 
Recommended Cleaners – Follow manufacturer directions carefully! 

 

Extru-Brite by Quest Car Care Products                    www.questwashproducts.com   

1-888-818-0118                                                                            
 

Vision Wall Cleaner by Ver-tech Labs 

877-866-9742                                                             www.ver-techlabs.com 
 

Tunnel Clean by Simoniz 

860-646-0172                                                             www.simonizusa.com 
 

Wall Cleaner 100 by McClean Solutions                   www.mccleansolutions.com 

800-397-4145 
 

Power Wash Max By DuBois Chemicals                  www.duboischemicals.com/auto-care/ 

800-446-2091 
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